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containers inspected during the pro-

duction stage to confirm that they con-

tinue to comply with the requirements 

of § 115.30. 

§ 115.30 Technical requirements for 
containers by design type. 

The plans and specifications of a con-

tainer submitted in accordance with 

the requirements contained in § 115.29, 

and the one or more containers in-

spected in accordance with the require-

ments of § 115.31, must comply with the 

requirements of Annex 7 of the Cus-

toms Convention on the International 

Transport of Goods Under Cover of TIR 

Carnets (TIR Convention), November 

14, 1975 (TIAS), and Annex 4 of the Cus-

toms Convention on Containers (Con-

tainer Convention), December 2, 1972. 

Copies of Annex 7 and Annex 4 may be 

obtained from the Headquarters, U.S. 

Customs Service, Office of Field Oper-

ations, 1300 Pennsylvania Avenue, NW., 

Washington, DC 20229. 

[T.D. 86–92, 51 FR 16161, May 1, 1986, as 

amended by T.D. 99–27, 64 FR 13675, Mar. 22, 

1999] 

§ 115.31 Examination, inspection, and 
testing. 

(a) Before the issuance of a certifi-

cate of approval by design type, the 

Certifying Authority shall: 

(1) Make a physical examination of 

one or more containers of the produc-

tion series concerned; 

(2) Assure itself as to the adequacy of 

the manufacturer’s system to control 

quality of materials used, manufac-

turing methods, and finished con-

tainers; and 

(3) Require the manufacturer to 

make available to the Certifying Au-

thority records of material, including 

affidavits furnished by suppliers. 

(b) The Certifying Authority shall 

conduct such examinations, inspec-

tions, and tests of the production run 

containers as it deems necessary. 

§ 115.32 Approval plates. 
The manufacturer shall affix, in a 

clearly visible place on or near one of 

the doors or other main openings of 

each container manufactured to the ap-

proved design, a metal approval plate 

measuring at least 20 by 10 centimeters 

(7.8 by 3.9 inches). The following shall 

be embossed on or stamped into the 

surface of the approval plate: 

(a) ‘‘Approved for transport under 

Customs seal.’’ 

(b) ‘‘USA/(number of the certificate 

of approval)/(last two digits of year of 

approval).’’ (e.g. ‘‘USA/1600/84’’ means 

‘‘United States of America certificate 

of approval number 1600, issued in 

1984).’’ A two digit alpha suffix may be 

added to the certificate of approval 

number to identify the Certifying Au-

thority, e.g., USA/1600–AB/85, USA/1600– 

IB/85. 

(c) Identification of the type of con-

tainer and of the number of the con-

tainer in the type series. 

(d) The serial number assigned to the 

container by the manufacturer (manu-

facturer’s number). 

§ 115.33 Termination of approval. 
Any container, the essential features 

of which are changed, shall no longer 

be covered by the design type approval. 

Such a container may be made avail-

able to a Certifying Authority for in-

spection and individual approval in ac-

cordance with subpart D of the part. 

However, repairs in kind do not con-

stitute a change of the essential fea-

tures. 

Subpart D—Procedures for Ap-
proval of Containers After 
Manufacture 

§ 115.37 General. 
This subpart provides for the ap-

proval and certification of containers 

after manufacture, and for those al-

tered so as to void their design type ap-

proval. 

§ 115.38 Application. 
A written request for approval of a 

container after manufacture may be 

made by the owner or operator to a 

Certifying Authority and must include 

the following: 

(a) Three copies, each no longer than 

3 feet by 4 feet, of the Customs and 

TIR/Container plan; 

(b) Customs and TIR/Container plan 

number; 

(c) Three copies of the specifications 

which include the following informa-

tion: 
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(1) Type of container; 

(2) Name and business address of ap-

plicant; 

(3) Identification marks and num-

bers; 

(4) Tare weight; 

(5) Nominal overall dimensions in 

centimeters; 

(6) Type of construction and essential 

particulars of structure (nature of ma-

terials, coating system used, parts 

which are reinforced, whether bolts are 

riveted or welded, and similar mat-

ters); and 

(7) Proposed location and date for in-

spection of the container. 

§ 115.39 Eligibility. 

The owner or operator may submit 

containers to be approved after the 

manufacturing stage to: 

(a) The Certifying Authority of the 

country of manufacture if such country 

is a contracting party to the Conven-

tion. 

(b) The Certifying Authority of the 

country where the owner or operator is 

resident or established, when such Cer-

tifying Authority has representatives 

located in the country of manufacture, 

which is a noncontracting party to the 

Convention. 

(c) The Certifying Authority of the 

country where a container is used for 

the first time for transport of merchan-

dise under Customs seal or where it is 

otherwise physically located. 

§ 115.40 Technical requirements for 
containers. 

A container that is submitted for in-

spection for approval after manufac-

ture, must comply with the require-

ments of Annex 7 of the Customs Con-

vention on the International Transport 

of Goods Under Cover of TIR Carnets 

(TIR Convention), November 14, 1975 

(TIAS) and Annex 4 of the Customs 

Convention on Containers (Container 

Convention), December 2, 1972. Copies 

of Annex 7 and Annex 4 may be ob-

tained from the Headquarters, U.S. 

Customs Service, Office of Field Oper-

ations, 1300 Pennsylvania Avenue, NW., 

Washington, DC 20229. 

[T.D. 86–92, 51 FR 16161, May 1, 1986, as 

amended by T.D. 99–27, 64 FR 13675, Mar. 22, 

1999] 

§ 115.41 Certificate of approval for 
containers approved after manufac-
ture. 

The Certifying Authority shall issue 

an individual certificate of approval for 

each container that meets the require-

ments in § 115.40. 

§ 115.42 Approval plates. 

(a) The owner or operator applicant 

shall, upon receipt of a certificate of 

approval from the Certifying Author-

ity, affix an approval plate in the man-

ner specified for containers approved 

by design type (see § 115.32). 

(b) Although an entry is not required 

in the space provided for type identi-

fiers on an approval plate for con-

tainers approved after manufacture, 

identification number and letters indi-

cating that a series of containers com-

ply with the same specifications may 

be placed in such space. This may be 

used to assist in the identification of a 

series of containers in which a common 

defect may be discovered subsequent to 

certification. In such case the approval 

number on the plate shall be altered by 

an addition to the second or third ele-

ment of such number. The specific 

method of altering the approval num-

ber may be established by each Certi-

fying Authority, for containers ap-

proved by it, and communicated to the 

U.S. Customs Service. 

(c) Two possible methods of accom-

plishing this are: 

(1) Placing an ‘‘X’’ in front of the nu-

meric portion of the middle element of 

the approval number, e.g., USA/X123– 

IB/85. 

(2) Placing a suffix at the end of the 

approval number, e.g, USA/123–AB/85– 

01. 

§ 115.43 Termination of approval. 

Approval of a container terminates 

upon a change in the container by a 

major repair or alteration of any of the 

essential features required in § 115.40. 

Repairs by replacement in kind do not 

constitute a change of the essential 

features. 

VerDate Nov<24>2008 10:12 May 19, 2010 Jkt 220059 PO 00000 Frm 00688 Fmt 8010 Sfmt 8010 Q:\19\19V1.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-09-02T08:51:54-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




